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"R SECTION B-B NOTES:
STANDARD DRIVEWAY RAMP MODIFIED DRIVEWAY -
See Note 4 1. New depressed curb and driveway ramps shall be constructed
monolithically.
B 2. The modified driveway may be used when approved by the
y
Public Works Department. "X" shall be as large as possible.
Varies See Monolithic Sidewalk |Separated Sidewalk 3. Retaining curbs and driveway conforms as required by the
Note 9 Public Works Department.
| Driveway width, W .
| 4, For depressed driveways (section B-B) the sidewalk shall be
Expansion joint o minimum of 3%" ("X"-=2') above the gutter flowline grade.
= Depth of gutter flows shall be colculated ond compored to
Retaining curb @ Bé proposed depressed sidewalk elevations during design.
.9 =
See Note 3 5| Conform > ~ L 5. See Standaord Plon CA70i for weakened plane joint exponsion
> See Note 8 y= / /—Weukened plane joint joint, and scoremark details.
Weakened K . . .
plane joint <;Vunes 6. If pavement cross slope exceeds 4.0%, the modified driveway
™ Weakened ) Var - shall be used with the slope of the driveway ramp reduced
2 Plane Join:\ ~ S:337 such that the difference in slope of the driveway ramp and the
— o N | (Max) slope of a line between the gutter and g point on the roadway
= 5'from gqutter flowline shall not exceed 15%. Reduce driveway
g
3 [ ramp slope, not the gutter slope. Other dimensions shall be
n +\ modified as approved by the Public Works Department.
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C n E P AN e C 7. Minimum width of clear passage shall be 4'with a 27 cross
= - ! AN A slope. Where right of way restrictions, natural barriers or other
~ | N <« restrictions create an unreasonable hardship, the clear width

—_ _ may be reduced to 3'with a 2% cross slope, with approval of
— L _ the” Public Works Department.
W l 3_4n ‘ : 8. Acquisition of construction easement may be necessory where
T t Face of curb right of way is limited to construct conform.
Vories_f I 9. Dimension is 18" for a sidewalk width of 4', 23" for a sidewalk
B , width of 5', and 14" for a sidewolk width of 3'.
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DRIVEWAY RAMP DETAILS
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o — dated 11-99
; ] & 15-02 |Revised Dimension 3'to 2'& linework | HH
Flowline of gutter & |8-02  |added Section c-C P.W] SCALE: NO SCALE DATE: 2-02

SECTION C-C )
WODFTED DRVEWAY DRAWN BY: H.HUSSEY PLAN NO. CA72|

NO.| DATE REVISION DESCRIPTION BY | CHECKED BY: M. HOLLINGSWORTH




